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D SYMBOL | CATALOG NUMBER DESCRIPTION LAMP
X
F-D EXISTING Remove existing fixtures, pole and bullhorn (2)-400 watt Dual Element HPS ‘ot PR
o L@ < Pole, fixtures and bullhorn to be returned to Owner 1) Er)l(tlﬁttlr?g ﬁg\(/:vug)t()t/ufll’)e(tsu;er: g?lnlizgt e removed
Demo pole base a minimum of 3' below grade :
5 2) Security lighting must be in operation every
F-R EXISTING Existing to remain - Re-feed power as necessary (2)-400 watt Dual Element HPS night without exception.
< -
j F-1 Hubbell WGH250S -120-Bronze 250 watt HPS Wall pack (1)-250 watt Dual Element HPS 3) éllg‘é‘;‘r’irckafgi'jgoar:‘;rggg;;‘fei%?rin':':gfsna'
@ % F-2 E?;-gubbelll I\gagnuliter I\C/;I|\:>/g-248000181-%%5(-3M|53VARd . g;-ggoé,vattyps Trudnnionlmolunted El_?_odlights (2)-400 watt Dual Element HPS 4) The Contractor shall conform to all rules and
-General Structures -2- - alvanized Finis -30' Round tapered steel poles with Trunnion top il
" (1)-General Structure PTB-2 Gray Finish (1)-2 position bullhorn bracket ggﬂig;iisf the Utah Department of
K F-3 (2)-Hubbell Magnuliter MVL-1000S-165-WK-M53VAR (2)-1000 watt HPS Trunnion mounted Floodlights | (2)-1000 watt Dual Element HPS 5) The Contractor shall purchase all Lighting
(1)-General Structures CPS-2-8011-30 Galvanized Finish | (1)-30' Round tapered steel poles with Trunnion top Equipment from the UDC supplier. Steve
(1)-General Structure PTB-2 Gray Finish (1)-2 position bullhorn bracket Heaps Codale Electrical Supply
\\ \\ 801-724-3000 Fax: 801-724-3044
6) All pole bases shall be demoed at least 3" feet
o below grade and repair grass as needed
LIGHT FIXTURES SHALL BE S N \\ gg 1$i>® ’ LEG E N D 7) The Contractor shall repair all damage to the
e s ad 70e N & F;-D S f\[/ POLE existing grass, roads and sidewalks caused
NORTH SIDE OF THE BUILDING . A — CONNECT GROUND TO by their work during this project.
\\ Zg (NOTE: SHADED ITEMS ARE EXISTING) VI, 80" FROM /POLE BASE WITH GROUND LUG. y g proj _
F_3 & 3 N NG r§| TOY FEECE 8) The Contractor shall be responsible to
TR AN F=T . W BUILDING HAND HOLE coordinate his work with the fencing contractor
: :%1 B / to minimize the impact to the UDC.
LIGHT FIXTURE SHALL BE MIN. N\ - X Yoo ASPHALT _LQ BUSH ALL CONDUITS.
OF 4’ CLEAR FROM THE EDGE : 6" /
OF ASPHALT (TYPICAL) —O———— FENCE 1 . _j BASE COVER
— R
/ﬁy DEMO FENCE 1-0 / NON-SHRINK GROUT MUST
— BE PACKED UNDER POLE BASE.
NN x LIGHT V—
AN w& \ \ m LIGHT (DEMO) ‘ | y /—1" CHAMFER. REFERENCE NOTES
x LIGHT (NIC) 1-11/2"‘ . - L1
. < :> 6" s | HAND RUBBED FINISH. . . -
% TREES tb (Ll @ 2#6 & 1#8 grd. in 1" Conduit from existing
_ i fixture F-R thru new fixtures to the existing
o FLAG POLE 2'-6" (4)#5 REBAR WITH > |4 Z,?F%IE\;\/EH%%%%LETEAS:&/ breaker in Panel E7THPL. See reference
#4 RINGS 12" O.C. (MAX. - - i
T CULVERT INSTALL (3) RINGS(IN)J AT LE GRASS. MOW STRIP SHALL drawings.
¥ VALVE TOP 12" AT 6" O.C. P gﬁ';ig?_ éggOMMODATE 248 & 128 ard. in 1" Conduit t
FIRE HYDRANT . : e 11 ' #6 grd. In onduit to a new
® T | I T GRADE @ breaker in Panel E7THPL.
o MANHOLE — I Th [
NN, T IR
EXISTING SECURITY FENCE P : Y 2 o . -
T TO BE REMOVED UNDER /§\///\\\///\\\///\\\///\\\///\X/ ol(I[1 1], ’/'///\\\///\\\// @ 4#8 & 1#10 grd. in 1" Conduit from existing
SEPARATE CONTRACT I \\{{\\///\\\///\\\///\\\///\\\///\\\/ e .\\\/j<\/K\// fixture F-R thru new fixtures to the existing
o g B B breakers in Panel EGHPL. See reference
NI, ¥ GRC ELBOW (WRAPPED). .
NEW SECURITY FENCE TO x KL —T—m | drawings.
BE INSTALLED UNDER or RO _ %
SEPARATE CONTRACT /< Y N N NG : : .
o W = = ~— @ 8#8 & 1#19 in 1 74" Conduit from existing
5 % POLE o> . | PN \—REFERENCE THE PLAN FOR fixture F'R thru new fixtures to the eXiSting
Wi FOUNDATION . —1n CONDUIT AND WIRE SIZE. breakers in Panel EBHPL. See reference
bz DEPTH I —EQ ANCHOR B)OLTS . drawings.
H_J e} POLE BELOW A . ALVANIZED) FURNISHED
W HEIGHT | GRADE S 3 A TRttt Re-feed power to the existing parking lot
, — P4 POLE MANUFACTURER _ ol 19 [
i N 12 1‘2" A p—p fixtures from circuit E6BHA via time clock.
, — >l See reference drawings.
20 50 : /f
25' 5-6" e —
30 o 1l 5] @ 6#10, 4#8 & 1#10 grd. in 1 %" Conduit from
P ” % 35 6-6" Q\ C . /—CONCRETE BASE existing fixture F-R to re-feed existing
SCALE IN FEET 40’ 70" 1 | , security fence lighting as required by the
. = I EERRE #6 CU BARE GROUND WIRE, ; -
45 7-6 — R 8 Gon 10 IN BOTTOM OF BASE. removal of fixtures F-D. See reference
ALL FOUNDATIONS ARE B b, s drawings.
24" IN DIAMETER UNLESS s = . |
NOTED OTHERWISE. | T2 MING Remove conduit and wire as directed by
— |__12-'1(§?;3IA Owner.

LIGHTING POLE FOUNDATION DETAIL

@

2#10 & 1#10 grd. in 1" conduit to new
breaker in Panel EGHPL
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